@ VEeLCRO"® Automotive

solutions

FLEX-MIGG

Coverless flexible chain of mineral filled plastic hook shapes with foam gasket for robust seal and enhanced
foam adhesion. It ties-down seating covers secure, ideal for curved or complex seating design. They are easily
positioned and create the contour you need.

Benefits

e |deal for curved seating design

Secure attachment for seating covers with complex design creating the contour you need
No solid metal shim simplifying product construction and recycling

Flexible solution for easy placement eliminating special shape design

Easy placement in molds with magnetic trenches

Features

¢ Base material: Mineral filled Polyamide (Hook 31) /
Polyurethane foam gasket

Standard widths: 12 mm, 15 mm

Standard put-ups: Bulk pieces

Suggested mating components: Loop Auto
Compliant with flame retardant standard FMVSS 302




Q

Applications

Seating

VEeLCRO’

Typical Performances

Typical Foam
Hook to Loop
Drop Tension*

Typical Foam

End Tear Out*

VELCRO® Brand

FLEX-MIGG 12 mm

187N 60.8 N

VELCRO® Brand

FLEX-MIGG 15 mm

223N 83.8N

* Tested with TDI Foam Formulation. Tested TDI Foam @ 303N ILD
Units: Newton per 25 mm length

Length

Number of
Segments

64

96

128|160|192|224 | 256|288 (320|352 |384

GLOBAL OFFICES

Global Services Office
Velcro Group Corporation

265 Franklin Street — 19 Floor

Boston - MA 02110
USA

Tel: (+1) 617 946 5501
Velcro.com

Global Consumer Office

VIL Ltd.

2 Kingdom Street, 6" Floor
Paddington

London - W2 6JP

United Kingdom

Tel: (+44) 203 580 4265
Velcro.com

NAM

USA Brazil
Velcro USA Inc.

Tel: (+1) 800 225 0180
marketing@velcro.com
Velcro.com

Velcro Brasil Ltda.

Campo Bom, RS

Tel: (+55) 51 3599 1483
infovbra@velcro.com
Velcro.com.br

Canada

Velcro Canada Inc.

Tel: (+1) 800 683 5276
canada@velcro.com
Velcro.com

Sumaré, SP

Tel: (+55) 11 3197 2576
infovbra@velcro.com
Velcro.com.br

Uruguay

Velcro Industrial

del Uruguay S.A.

Tel: (+598) 2288 0008
infovurg@velcro.com
Velcro.com

LATAM

Mexico
Velcro de México, S.A. de C.V.

Tlalnepantla de Baz,

Edo. de México

Tel: (+52) 55 5005 3300
infovdmex@velcro.com
Velcrodemexico.com

Leon, Gto

Tel: (+52) 477 980 0628
infovdmex@velcro.com
Velcrodemexico.com

Product Detail*

TOP VIEW

32 mm

VELCRO® Brand

FLEX-MIGG

|

_r Url 12 mm, 15 mm
:ﬂf :

SECTION

T

Hook area

Polyurethane foam gasket

* Product Detail of VELCRO® Brand FLEX-MIGG 12 mm

EMEA

Spain

Velcro Europe S.A.

Tel: (+34) 93 758 32 98
infovesa@velcro.com
Velcro.es

Germany

Velcro GmbH

Freiberg am Neckar

Tel: (+49) 7141 991 19-0

infovgmbh@velcro.com
Velcro.de

Gronau

Tel: (+49) 2562 96 45-0
infovgmbh@velcro.com
Velcro.de

France

Velcro Industries France S.A.S.

Tel: (+33) 1 34 38 78 88
infovif@velcro.com
Velcro.fr

® and other marks are owned by Velcro BVBA © 2018

Belgium

Alfatex N.V.

Tel: (+32) 9 386 12 18
infobe@velcro.com
Velcro.be

Italy

Velcro ltalia, S.R.L.

Tel: (+39) 039 62 70 01
infoveit@velcro.com
Velcro.it

UK

Velcro Ltd.

Tel: (+44) 1606 738 806
infovltd@velcro.com
Velcro.co.uk

Poland

Alfatex Sp. z 0.0.

Tel: (+48) 71 798 57 89
infopl@velcro.com
Velcro.pl

Mineral filled Polyamide
(Hook 31)

APAC

Australia

Velcro Australia Pty. Ltd.
Tel: (+61) 3 9703 2466
infovaus@velcro.com
Velcro.com.au

China

Velcro China Fastening
Systems Company Limited
Tel: (+86) 21 6045 2090
(Shanghai Sales Office)
infovch@velcro.com
Velcro.com.cn

Hong Kong

Velcro Hong Kong Ltd.
Tel: (+852) 2570 3698
hksales@velcro.com
Velcro.com.hk




@ VEeLCRO"® Automotive

solutions

DCS 36 End Tab & Center Slit

Plastic hook shape with a PVC cover and textile backing. The PVC hook protection is filled with ferrite
guaranteeing precise positioning. lIdeal for curved design, die cut to any shape for maximum flexibility in seat
design. Continuous attachment through the curve for precise fit and finish.

Benefits

e Die-cut to customisable shapes to match seating design
e Multifunctional use for straight and curved tie-down design reducing material complexity
e Easy to place in the molds with magnets

Features

e Base material: Polyamide (Hook 36) / Backing: Polyester (Velour) /
Cover: PVC, Fe (hook protection)

Standard widths: Customised shapes

Standard put-ups: Bulk pieces

Suggested mating components: Loop Auto
Compliant with flame retardant standard FMVSS 302




Q

Applications

Seating

VEeLCRO’

VELCRO® Brand

DCS 36 End Tab & Center Slit

Typical Performances Product Detail

TOP VIEW
|

Customised

Typical Foam
Hook to Loop
Drop Tension*

Typical Foam

Product End Tear Out*

b

Customised

VELCRO® Brand

DCS 36 End Tab & 159N 423N

Center Slit**

* Tested with TDI Foam Formulation. Tested TDI Foam @ 303N ILD

Units: Newton per 25 mm length

** Values based on VELCRO® Brand DCS 36 End Tab & Center Slit 10 mm

GLOBAL OFFICES

Global Services Office

Velcro Group Corporation

265 Franklin Street — 19 Floor
Boston - MA 02110

USA

Tel: (+1) 617 946 5501
Velcro.com

Global Consumer Office

VIL Ltd.

2 Kingdom Street, 6" Floor
Paddington

London - W2 6JP

United Kingdom

Tel: (+44) 203 580 4265
Velcro.com

NAM

USA

Velcro USA Inc.

Tel: (+1) 800 225 0180
marketing@velcro.com
Velcro.com

Canada

Velcro Canada Inc.

Tel: (+1) 800 683 5276
canada@velcro.com
Velcro.com

LATAM

Mexico

Velcro de México, S.A. de C.V.

Tlalnepantla de Baz,

Edo. de México

Tel: (+52) 55 5005 3300
infovdmex@velcro.com
Velcrodemexico.com

Leon, Gto

Tel: (+52) 477 980 0628
infovdmex@velcro.com
Velcrodemexico.com

Brazil
Velcro Brasil Ltda.

Campo Bom, RS

Tel: (+55) 51 3599 1483
infovbra@velcro.com
Velcro.com.br

Sumaré, SP

Tel: (+55) 11 3197 2576
infovbra@velcro.com
Velcro.com.br

Uruguay

Velcro Industrial

del Uruguay S.A.

Tel: (+598) 2288 0008
infovurg@velcro.com
Velcro.com

SECTION

PVC, Pe
(hook protection)

EMEA

Spain

Velcro Europe S.A.

Tel: (+34) 93 758 32 98
infovesa@velcro.com
Velcro.es

Germany

Velcro GmbH

Freiberg am Neckar

Tel: (+49) 7141 991 19-0

infovgmbh@velcro.com
Velcro.de

Gronau

Tel: (+49) 2562 96 45-0
infovgmbh@velcro.com
Velcro.de

France

Velcro Industries France S.A.S.

Tel: (+33) 1 34 38 78 88
infovif@velcro.com
Velcro.fr

® and other marks are owned by Velcro BVBA © 2018

Polyamide
(Hook 36)

Belgium

Alfatex N.V.

Tel: (+32) 9 386 12 18
infobe@velcro.com
Velcro.be

Italy

Velcro ltalia, S.R.L.

Tel: (+39) 039 62 70 01
infoveit@velcro.com
Velcro.it

UK

Velcro Ltd.

Tel: (+44) 1606 738 806
infovltd@velcro.com
Velcro.co.uk

Poland

Alfatex Sp. z 0.0.

Tel: (+48) 71 798 57 89
infopl@velcro.com
Velcro.pl

Polyester
(Velour)

APAC

Australia

Velcro Australia Pty. Ltd.
Tel: (+61) 3 9703 2466
infovaus@velcro.com
Velcro.com.au

China

Velcro China Fastening
Systems Company Limited
Tel: (+86) 21 6045 2090
(Shanghai Sales Office)
infovch@velcro.com
Velcro.com.cn

Hong Kong

Velcro Hong Kong Ltd.
Tel: (+852) 2570 3698
hksales@velcro.com
Velcro.com.hk




@ VEeLCRO"® Automotive

solutions

VELCRO® Brand
MIGG

Coverless plastic hook fastener with foam gasket for robust seal & enhanced foam adhesion and metal strip
for magnetic placement in the mold. The hook design is perfectly suitable for straight tie-down applications,
it provides strong performance both on the seat cover and foam engagement.

Benefits

e |deal for straight tie-down design reducing trim cover assembly compared to wire and hog ring systems

¢ Industry bench mark for strong hook performance and reliable foam attachment
* Foam gasket provides a robust seal to overcome mold imperfections and enhances foam adhesion
e Fasy to place in the molds with magnets

Features

e Base material: Polyamide (Hook 31) / Polyurethane foam gasket /
Backing: Polyester / Metal strip

Standard widths: 11 mm, 15 mm

Standard put-ups: Bulk pieces

Suggested mating components: Loop Auto
Compliant with flame retardant standard FMVSS 302




Q

Applications

Seating

VEeLCRO’

Typical Performances

Typical Foam

Hook to Loop
Drop Tension*

Typical Foam
End Tear Out*

VELCRO® Brand

MIGG 11 mm

205N

89.5N

VELCRO® Brand

MIGG 15 mm

243N

107.5N

* Tested with TDI Foam Formulation. Tested TDI Foam @ 303N ILD

Units: Newton per 25 mm length

Length

From 50 to 600 mm

GLOBAL OFFICES

Global Services Office

Velcro Group Corporation

265 Franklin Street — 19 Floor
Boston - MA 02110

USA

Tel: (+1) 617 946 5501
Velcro.com

Global Consumer Office

VIL Ltd.

2 Kingdom Street, 6" Floor
Paddington

London - W2 6JP

United Kingdom

Tel: (+44) 203 580 4265
Velcro.com

NAM

USA

Velcro USA Inc.

Tel: (+1) 800 225 0180
marketing@velcro.com
Velcro.com

Canada

Velcro Canada Inc.

Tel: (+1) 800 683 5276
canada@velcro.com
Velcro.com

LATAM

Mexico
Velcro de México, S.A. de C.V.

Tlalnepantla de Baz,

Edo. de México

Tel: (+52) 55 5005 3300
infovdmex@velcro.com
Velcrodemexico.com

Leon, Gto

Tel: (+52) 477 980 0628
infovdmex@velcro.com
Velcrodemexico.com

Brazil
Velcro Brasil Ltda.

Campo Bom, RS

Tel: (+55) 51 3599 1483
infovbra@velcro.com
Velcro.com.br

Sumaré, SP

Tel: (+55) 11 3197 2576
infovbra@velcro.com
Velcro.com.br

Uruguay

Velcro Industrial

del Uruguay S.A.

Tel: (+598) 2288 0008
infovurg@velcro.com
Velcro.com

Product Detail*

TOP VIEW

Customised

VELCRO® Brand

MIGG

.

11 mm, 15mm

T

b

2.5 mm

Polyurethane foam gasket

EMEA

Spain

Velcro Europe S.A.

Tel: (+34) 93 758 32 98
infovesa@velcro.com
Velcro.es

Germany
Velcro GmbH

Freiberg am Neckar

Tel: (+49) 7141 991 19-0
infovgmbh@velcro.com
Velcro.de

Gronau

Tel: (+49) 2562 96 45-0
infovgmbh@velcro.com
Velcro.de

France

Velcro Industries France S.A.S.
Tel: (+33) 1 34 38 78 88
infovif@velcro.com

Velcro.fr

® and other marks are owned by Velcro BVBA © 2018

* Product Detail of VELCRO® Brand MIGG 15 mm

Belgium

Alfatex N.V.

Tel: (+32) 9 386 12 18
infobe@velcro.com
Velcro.be

Italy

Velcro ltalia, S.R.L.

Tel: (+39) 039 62 70 01
infoveit@velcro.com
Velcro.it

UK

Velcro Ltd.

Tel: (+44) 1606 738 806
infovltd@velcro.com
Velcro.co.uk

Poland

Alfatex Sp. z 0.0.

Tel: (+48) 71 798 57 89
infopl@velcro.com
Velcro.pl

Polyamide (Hook 31) Metal strip
SECTION
Hook area

Polyester

APAC

Australia

Velcro Australia Pty. Ltd.
Tel: (+61) 3 9703 2466
infovaus@velcro.com
Velcro.com.au

China

Velcro China Fastening
Systems Company Limited
Tel: (+86) 21 6045 2090
(Shanghai Sales Office)
infovch@velcro.com
Velcro.com.cn

Hong Kong

Velcro Hong Kong Ltd.
Tel: (+852) 2570 3698
hksales@velcro.com
Velcro.com.hk




@ VEeLCRO"® Automotive

solutions

VELCRO® Brand
MG4

Coverless mineral filled plastic hook fastener with foam gasket and angled edges for robust seal and enhanced
foam adhesion. Ideal for straight tie-down applications, it provides strong performance both on the seat cover
and foam engagement.

Benefits

¢ |deal for straight seating design reducing trim cover assembly compared to wire and hog ring systems

® Price competitive solution

¢ Foam gasket and curved edges design for robust foam attachment
Higher flexibility to conform to z-direction curves
Easy placement in molds with magnetic trenches

Features

* Base material: Mineral filled Polyamide (Hook 31) /
Polyurethane foam gasket

Standard widths: 12 mm, 15 mm

Standard put ups: Bulk pieces

Suggested mating components: Loop Auto
Compliant with flame retardant standard FMVSS 302




{"# VeLCRO’

Applications

Seating

Typical Performances

Product

Typical Foam
Hook to Loop
Drop Tension*

Typical Foam

End Tear Out*

VELCRO® Brand

MG4 12 mm

21.2N 1245N

VELCRO® Brand

232N 1119N

Product Detail*

TOP VIEW

Customised

VELCRO® Brand

MG4

}

T

8 mm

12 mm, 15 mm

MG4 15 mm SECTION Mineral filled Polyamide

(Hook 31)

* Tested with TDI Foam Formulation. Tested TDI Foam @ 303N ILD
Units: Newton per 25 mm length

Length
From 50 to 600 mm

GLOBAL OFFICES NAM

Global Services Office USA

Velcro Group Corporation Velcro USA Inc.

265 Franklin Street — 19t Floor Tel: (+1) 800 225 0180
Boston - MA 02110 marketing@velcro.com
USA Velcro.com

Tel: (+1) 617 946 5501

Velcro.com Canada

Velcro Canada Inc.

Tel: (+1) 800 683 5276
VIL Ltd. canada@velcro.com

2 Kingdom Street, 6™ Floor Velcro.com

Paddington

London - W2 6JP

United Kingdom

Tel: (+44) 203 580 4265
Velcro.com

Global Consumer Office

LATAM

Mexico
Velcro de México, S.A. de C.V.

Tlalnepantla de Baz,

Edo. de México

Tel: (+52) 55 5005 3300
infovdmex@velcro.com
Velcrodemexico.com

Leon, Gto

Tel: (+52) 477 980 0628
infovdmex@velcro.com
Velcrodemexico.com

Brazil
Velcro Brasil Ltda.

Campo Bom, RS

Tel: (+55) 51 3599 1483
infovbra@velcro.com
Velcro.com.br

Sumaré, SP

Tel: (+55) 11 3197 2576
infovbra@velcro.com
Velcro.com.br

Uruguay

Velcro Industrial

del Uruguay S.A.

Tel: (+598) 2288 0008
infovurg@velcro.com
Velcro.com

Hook area

EMEA

Spain

Velcro Europe S.A.

Tel: (+34) 93 758 32 98
infovesa@velcro.com
Velcro.es

Germany

Velcro GmbH

Freiberg am Neckar

Tel: (+49) 7141 991 19-0

infovgmbh@velcro.com
Velcro.de

Gronau

Tel: (+49) 2562 96 45-0
infovgmbh@velcro.com
Velcro.de

France

Velcro Industries France S.A.S.

Tel: (+33) 1 34 38 78 88
infovif@velcro.com
Velcro.fr

® and other marks are owned by Velcro BVBA © 2018

* Product Detail of VELCRO® Brand MG4 12 mm

Belgium

Alfatex N.V.

Tel: (+32) 9 386 12 18
infobe@velcro.com
Velcro.be

Italy

Velcro ltalia, S.R.L.

Tel: (+39) 039 62 70 01
infoveit@velcro.com
Velcro.it

UK

Velcro Ltd.

Tel: (+44) 1606 738 806
infovltd@velcro.com
Velcro.co.uk

Poland

Alfatex Sp. z 0.0.

Tel: (+48) 71 798 57 89
infopl@velcro.com
Velcro.pl

Polyurethane foam gasket

APAC

Australia

Velcro Australia Pty. Ltd.
Tel: (+61) 3 9703 2466
infovaus@velcro.com
Velcro.com.au

China

Velcro China Fastening
Systems Company Limited
Tel: (+86) 21 6045 2090
(Shanghai Sales Office)
infovch@velcro.com
Velcro.com.cn

Hong Kong

Velcro Hong Kong Ltd.
Tel: (+852) 2570 3698
hksales@velcro.com
Velcro.com.hk




@ VEeLCRO"® Automotive

solutions

VELCRO® Brand
MH4

Coverless mineral filled plastic hook fastener with a primary seal wall and stiffening rib for enhanced foam
adhesion. Ideal for straight tie-down applications, it provides strong performance both on the seat cover and
foam engagement.

Benefits

¢ |deal for straight seating design reducing trim cover assembly compared to wire and hog ring systems

® Price competitive solution
e Higher flexibility to conform to z-direction curves
e Fast and easy placement in molds with magnetic trenches

Features

e Base material: Mineral filled Polyamide (Hook 31)
Standard widths: 12 mm

Standard put ups: Bulk pieces

Suggested mating components: Loop Auto
Compliant with flame retardant standard FMVSS 302




4>

Applications

Seating

VEeLCRO’

Typical Performances

Product

Typical Foam
Hook to Loop
Drop Tension*

Typical Foam

End Tear Out*

VELCRO® Brand

MH4 12 mm 23.7N 66.8 N

* Tested with TDI Foam Formulation. Tested TDI Foam @ 303N ILD

Units: Newton per 25 mm length

Length

NI 4 | 5 | 6 | 7 8 | 9 |10|11|12 13|14 |15
Part Size 51 | 63 | 75 | 87 | 99 [111|123 (135|147 (159 |171 | 183
Nr. of Cells 16 |17 | 18 | 19|20 |21 | 22 | 23 |24 |25 |26 | 27
ETaNIPSN 195 | 207 | 219 | 231 | 243 | 255 | 267 | 279 | 291 | 303 | 315 | 327
NEReEE 28 | 29 | 30 | 31 | 32 (33|34 | 35|36 |37 (38|39
RETSIPSIN 339 | 351 | 363 | 375 | 387 (399 | 411 | 423 | 435 | 447 | 459 | 471
NECROEIERY 40 | 41 | 42 | 43 | 44 | 45 | 46 | 47 | 48 | 49 | 50 | 51
RETadNIPSl 483 | 495 [ 507 | 519 | 531 | 543 | 555 | 567 | 579 | 591 | 603 | 615

GLOBAL OFFICES

Global Services Office
Velcro Group Corporation

265 Franklin Street — 19 Floor

Boston - MA 02110
USA

Tel: (+1) 617 946 5501
Velcro.com

Global Consumer Office

VIL Ltd.

2 Kingdom Street, 6" Floor
Paddington

London - W2 6JP

United Kingdom

Tel: (+44) 203 580 4265
Velcro.com

NAM

USA

Velcro USA Inc.

Tel: (+1) 800 225 0180
marketing@velcro.com
Velcro.com

Canada

Velcro Canada Inc.

Tel: (+1) 800 683 5276
canada@velcro.com
Velcro.com

LATAM

Mexico
Velcro de México, S.A. de C.V.

Tlalnepantla de Baz,

Edo. de México

Tel: (+52) 55 5005 3300
infovdmex@velcro.com
Velcrodemexico.com

Leon, Gto

Tel: (+52) 477 980 0628
infovdmex@velcro.com
Velcrodemexico.com

Brazil
Velcro Brasil Ltda.

Campo Bom, RS

Tel: (+55) 51 3599 1483
infovbra@velcro.com
Velcro.com.br

Sumaré, SP

Tel: (+55) 11 3197 2576
infovbra@velcro.com
Velcro.com.br

Uruguay

Velcro Industrial

del Uruguay S.A.

Tel: (+598) 2288 0008
infovurg@velcro.com
Velcro.com

Product Detail

TOP VIEW

Customised

VELCRO® Brand

MH4

SECTION

Hook area

Mineral filled Polyamide (Hook 31)

EMEA

Spain

Velcro Europe S.A.

Tel: (+34) 93 758 32 98
infovesa@velcro.com
Velcro.es

Germany

Velcro GmbH

Freiberg am Neckar

Tel: (+49) 7141 991 19-0

infovgmbh@velcro.com
Velcro.de

Gronau

Tel: (+49) 2562 96 45-0
infovgmbh@velcro.com
Velcro.de

France

Velcro Industries France S.A.S.

Tel: (+33) 1 34 38 78 88
infovif@velcro.com
Velcro.fr

® and other marks are owned by Velcro BVBA © 2018

Belgium

Alfatex N.V.

Tel: (+32) 9 386 12 18
infobe@velcro.com
Velcro.be

Italy

Velcro ltalia, S.R.L.

Tel: (+39) 039 62 70 01
infoveit@velcro.com
Velcro.it

UK

Velcro Ltd.

Tel: (+44) 1606 738 806
infovltd@velcro.com
Velcro.co.uk

Poland

Alfatex Sp. z 0.0.

Tel: (+48) 71 798 57 89
infopl@velcro.com
Velcro.pl

APAC

Australia

Velcro Australia Pty. Ltd.
Tel: (+61) 3 9703 2466
infovaus@velcro.com
Velcro.com.au

China

Velcro China Fastening
Systems Company Limited
Tel: (+86) 21 6045 2090
(Shanghai Sales Office)
infovch@velcro.com
Velcro.com.cn

Hong Kong

Velcro Hong Kong Ltd.
Tel: (+852) 2570 3698
hksales@velcro.com
Velcro.com.hk




@ VEeLCRO"® Automotive

solutions

VELCRO® Brand
Loop Auto

Knitted loop fastener made of polyester specially designed to be the ideal partner of VELCRO® Brand Molded Seat
Hooks. It ties-down seating covers fast and ergonomic. They are compatible with the manufacturing techniques
used within seat cover sewing process. Available in various widths with half or full loop for maximum flexibility.

Benefits

e Maximum flexibility in design, available in different widths with half or full loop

e Fast ergonomic attachment at a touch with less scrap and rework
e |ight weight solution to tie-down seating covers
e Fasy to position and to adjust when needed

Features

e Base material: Polyester
Standard widths: 30 mm, 38 mm
Standard put-ups: Spools

Suggested mating components: FLEX-MIGG, MIGG, MG4, MH4,
DCS 36 End Tab & Center Slit

Compliant with flame retardant standard FMVSS 302




{"# VeLCRO’

Applications

Seating

Suggested Mating Components Product Detail

VELCRO® Brand

Loop Auto

. . TOP VIEW
Typical Foam | Typical Foam Customised
Hook to Loop End Tear )
Drop Tension* Out* + ‘
VELCRO® Brand 20 mm 30 mm, 38 mm
DCS 36 End Tab & 159N 423N
1H**
Center Slit 5
Customised
VELCRO® Brand 20 89 > !
MIGG 11 mm SN SN
30 mm, 38 mm
VELCRO® Brand ’
243 N 107.5N FEEFEHEE R HRE TR PR PR PR H
MIGG 15 mm
VELCRO® Brand 187 N 608 N ?
FLEX-MIGG 12 mm : :
SECTION
VELCRO® Brand
223N 83.8N
FLEX-MIGG 15 mm —+
4 mm (reference only)
VELCRO® Brand S1oN 1245 N ¥
MG4 12 mm : 5
VELCRO® Brand 232N 1119 N o
MG4 15 mm ’ ) 4mm (r:ference only)
VELCRO® Brand
MH4 12 mm 23.7N 66.8 N

* Tested with TDI Foam Formulation. Tested TDI Foam @ 303N ILD
Units: Newton per 25 mm length
** Values based on VELCRO® Brand DCS 36 End Tab & Center Slit 10 mm

GLOBAL OFFICES NAM

Global Services Office USA Brazil

Velcro Group Corporation Velcro USA Inc. Velcro Brasil Ltda.

265 Franklin Street — 19 Floor Tel: (+1) 800 225 0180 Campo Borm, RS

B -MA 0211 keting! Icro.. :

bon oS JeneneaNEiciocom Tel: (+55) 51 3599 1483
Tel: (+1) 617 946 5501 . infovbra@velcro.com
Velcro.com Canada Velcro.com.br

Velcro Canada Inc.
Tel: (+1) 800 683 5276

VIL Ltd. canada@velcro.com Vel b
2 Kingdom Street, 6" Floor Velcro.com elcro.com.br

Paddington
London — W2 6JP Uruguay

Sumaré, SP
Tel: (+55) 11 3197 2576
infovbra@velcro.com

Global Consumer Office

United Kingdom Velcro Industrial
Tel: (+44) 203 580 4265 LATAM del Uruguay S.A.

Velcro.com Tel: (+598) 2288 0008

Mexico infovurg@velcro.com
Velcro de México, S.A. de C.V. Velcro.com

Tlalnepantla de Baz,

Edo. de México

Tel: (+52) 55 5005 3300
infovdmex@velcro.com
Velcrodemexico.com

Leon, Gto

Tel: (+52) 477 980 0628
infovdmex@velcro.com
Velcrodemexico.com

EMEA

Spain

Velcro Europe S.A.

Tel: (+34) 93 758 32 98
infovesa@velcro.com
Velcro.es

Germany

Velcro GmbH

Freiberg am Neckar

Tel: (+49) 7141 991 19-0

infovgmbh@velcro.com
Velcro.de

Gronau

Tel: (+49) 2562 96 45-0
infovgmbh@velcro.com
Velcro.de

France

Belgium

Alfatex N.V.

Tel: (+32) 9 386 12 18
infobe@velcro.com
Velcro.be

Italy

Velcro ltalia, S.R.L.

Tel: (+39) 039 62 70 01
infoveit@velcro.com
Velcro.it

UK

Velcro Ltd.

Tel: (+44) 1606 738 806
infovltd@velcro.com
Velcro.co.uk

Poland

Velcro Industries France S.A.S.

Tel: (+33) 1 34 38 78 88
infovif@velcro.com
Velcro.fr

® and other marks are owned by Velcro BVBA © 2018

Alfatex Sp. z 0.0.

Tel: (+48) 71 798 57 89
infopl@velcro.com
Velcro.pl

APAC

Australia

Velcro Australia Pty. Ltd.
Tel: (+61) 3 9703 2466
infovaus@velcro.com
Velcro.com.au

China

Velcro China Fastening
Systems Company Limited
Tel: (+86) 21 6045 2090
(Shanghai Sales Office)
infovch@velcro.com
Velcro.com.cn

Hong Kong

Velcro Hong Kong Ltd.
Tel: (+852) 2570 3698
hksales@velcro.com
Velcro.com.hk




@ VEeLCRO"® Automotive

solutions

VELCRO® Brand
Seat Insert

Non-woven reinforcement with ferromagnetic dots for easy placement in the foam seat mold. Made to print with
a range of standard materials, customer specified materials. The Ferrozone™ process and fabrication options
give us the ability to tailor the part to your needs of precise fit into the mold and mistake proofing details.

Benefits

® Ferrozone™ process allows for customised ferromagnetic shapes or regions

e Mistake proofing options to identify left and right symmetrical parts
e Made to print
e Fasy placement in molds with ferromagnetic dots

Features

e Base material: Over 10 standard and customer
specified materials

e Fabrication options: Die-cut, sewing, hot melt bond
components or secondary materials, ferromagnetic
dots, special shapes, letters or regions

« Standard widths: 690 mm by 880 mm long (larger @ ®
sizes require evaluation)

e Suggested mating components: Not applicable




Q

Applications

Seating

GLOBAL OFFICES

Global Services Office

Velcro Group Corporation

265 Franklin Street — 19 Floor
Boston - MA 02110

USA

Tel: (+1) 617 946 5501
Velcro.com

Global Consumer Office

VIL Ltd.

2 Kingdom Street, 6" Floor
Paddington

London - W2 6JP

United Kingdom

Tel: (+44) 203 580 4265
Velcro.com

VEeLCRO’

NAM

USA

Velcro USA Inc.

Tel: (+1) 800 225 0180
marketing@velcro.com
Velcro.com

Canada

Velcro Canada Inc.

Tel: (+1) 800 683 5276
canada@velcro.com
Velcro.com

LATAM

Mexico
Velcro de México, S.A. de C.V.

Tlalnepantla de Baz,

Edo. de México

Tel: (+52) 55 5005 3300
infovdmex@velcro.com
Velcrodemexico.com

Leon, Gto

Tel: (+52) 477 980 0628
infovdmex@velcro.com
Velcrodemexico.com

Brazil
Velcro Brasil Ltda.

Campo Bom, RS

Tel: (+55) 51 3599 1483
infovbra@velcro.com
Velcro.com.br

Sumaré, SP

Tel: (+55) 11 3197 2576
infovbra@velcro.com
Velcro.com.br

Uruguay

Velcro Industrial

del Uruguay S.A.

Tel: (+598) 2288 0008
infovurg@velcro.com
Velcro.com

EMEA

Spain

Velcro Europe S.A.

Tel: (+34) 93 758 32 98
infovesa@velcro.com
Velcro.es

Germany
Velcro GmbH

Freiberg am Neckar

Tel: (+49) 7141 991 19-0
infovgmbh@velcro.com
Velcro.de

Gronau

Tel: (+49) 2562 96 45-0
infovgmbh@velcro.com
Velcro.de

France

Velcro Industries France S.A.S.
Tel: (+33) 1 34 38 78 88
infovif@velcro.com

Velcro.fr

® and other marks are owned by Velcro BVBA © 2018

VELCRO® Brand

Seat Insert

Belgium

Alfatex N.V.

Tel: (+32) 9 386 12 18
infobe@velcro.com
Velcro.be

Italy

Velcro ltalia, S.R.L.

Tel: (+39) 039 62 70 01
infoveit@velcro.com
Velcro.it

UK

Velcro Ltd.

Tel: (+44) 1606 738 806
infovltd@velcro.com
Velcro.co.uk

Poland

Alfatex Sp. z 0.0.

Tel: (+48) 71 798 57 89
infopl@velcro.com
Velcro.pl

APAC

Australia

Velcro Australia Pty. Ltd.
Tel: (+61) 3 9703 2466
infovaus@velcro.com
Velcro.com.au

China

Velcro China Fastening
Systems Company Limited
Tel: (+86) 21 6045 2090
(Shanghai Sales Office)
infovch@velcro.com
Velcro.com.cn

Hong Kong

Velcro Hong Kong Ltd.
Tel: (+852) 2570 3698
hksales@velcro.com
Velcro.com.hk




